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The new JVC DLA-HD550
Full HD D-ILA Home Theatre Front Projector

JVC DLA-HD550

Full HD D-ILA Front Projector with 30,000:1 
Native Contrast Ratio, three D-ILA devices, 2x 
Motorised Zoom Lens with Motorised Focus, 
Clear Motion Drive, Inverse Telecine (Reverse 
2-3 Pulldown), Picture Modes for various 
video sources, Screen Adjustment Mode, 
�exible set-up and more.

Speci�cation

::	�� Three 0.7" Full HD D-ILA Devices

::	�� Input Signal Capability: 1080p

::	�� True Full HD Resolution: 1920 x 1080

::	�� 200W UHP (Ultra High-Pressure Mercury) 
Lamp (Lamp Life: approx. 3000 Hours in 
Normal Mode)

::	�� Projection Size: 60-Inch to 200-Inch

::	�� Projection Distance: 3.01m to 6.08m 
(100-Inch)

::	�� Terminals: RS232C x 1, HDMI x 2 (v.1.3), 
Component x 1, and S-Video x 1, 
Composite x 1

::	�� 30,000:1 Native Contrast Ratio realised by 
the combination of enhanced full HD D-ILA 
Devices and Optical Engine

::	�� High-performance 2x Zoom Lens with 
Motorised Focus featuring a Large 
Diameter All-Glass Lens System with 17 
Elements in 15 Groups including 2  
ED Lenses

::	�� Clear Motion Drive

::	�� Inverse Telecine (Reverse 2-3 Pulldown)

::	�� Picture Modes for Various Video Sources

::	�� Screen Adjustment Mode

::	�� V-stretch Mode together with the 
Anamorphic Lens allows for the display of 
images without top and bottom black bars

::	�� Quiet Operation: only 19B

::	�� Newly designed Remote Control
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